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5 The invention relates to a wax air freshener, and 

in particular to the effective release of fragrance from a 
wax body. 

Present air fresheners are relatively complicated 
in design and release their fragrance at a controlled slow 
10 rate over a relatively long period. 

In accordance with the present invention, an air 
freshener comprises waxed material impregnated with a 
fragrance. 

Such is simple, effective and releases fragrance 
15 slowly over a relatively long time. 

Suitably the air freshener includes containment 
means holding a body of wax impregnated with a fragrance, 
which fragrance is released from the wax body by heat. 

Such an arrangement releases fragrance quickly 
20 over a relatively short time when heated. 

Suitably the wax body is heated by ?t cooking" the 
wax body, and in particular by. placing a naked flame 
underneath the containment means containing the wax body, 
such that the wax melts and the fragrance within the wax is 
25 released by evaporation. 
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Suitably the fragrance is retained within the 
waxed material by a stabilizer. 

The waxed material is suitably formed from a 
plurality of different types of wax, such as 

5 micro-crystalline wax, polyethylene wax and paraffin wax. 
Even more preferably the waxed material is substantially 
made from approximately 90% paraffin wax, and less than 10 p . 
of other waxes. Most suitably of all, the waxed material 
is made from approximately 90% paraffin wax, approximately 

10 7% micro-crystalline wax, and approximately 1% polyethylene 
wax. The waxed material is also provided with a 
fragrance/stabilizer combination of approximately 5% by 
weight. Finally, the waxed material may also be 
impregnated with a colouring, agent and with titanium oxide 

15 in order to obtain the required waxiness/opaqueness . 

Advantageously, the waxed material can be made u\ 
from a plurality of individual pieces of wax. Furthermore, 
these plurality of wax pieces may be shaped, such that a 
plurality of these wax pieces can be either stacked 

20 together to form a decorative air freshener, or 

alternatively sprinkled individually around a room. 
Preferably the plurality of wax pieces have a number of 
different shapes, whereby a decorative air freshener can be 
formed having a number of different shaped components. Foi 

25 instance, one wax piece may be square-shaped, while anothei 



wax piece may be star-shaped. In addition, these wax 
pieces can be of different colours and different sizes. 

Alternatively, the air freshener can be divided 
into different regions, and each region supplied with a 

5 plurality of similar wax pieces, while the other regions 
are supplied with- a plurality of different wax pieces. 

The containment means is suitably transparent, 
such that the different shapes and colours of the wax 
pieces can be viewed through the container . The 

10 . containment means is also heat-conductive in order to allow 
the naked flame to melt the wax contained within the 
containment means/ and it is also made from a material 
having a very high melting point, such that the containment 
means does not melt when the naked flame is applied. 

15 Suitably the air freshener may be provided in kit 

form, in other. Words with heating means, a container and a 
bag of wax pieces, such that the air freshener can be built 
up from its basic components. 

The advantage of the air freshener is that it 4 is 

20 simple and effective, and quick release of fragrance can be 
obtained at. a specific time. 

The invention will now be described by way of 
example with reference to the. accompanying drawings in 
which: - 
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, Figure 1 is a perspective view of an air 
freshener in use in accordance with the 
invention; 

Figure 2 shows a kit to form the air freshener 
5 arrangement shown in Figure 1; 

Figure 3 is a perspective view of an alternative 
air freshener in accordance with the invention; 
and 

Figure 4 shows a further air freshener in 
10 accordance with the invention, and shows a numbei 

of different wax pieces (shown enlarged) that car 
be used to build up the wax body of the air 
freshener shown in Figure 1. 

In Figure 1 an air freshener 10 is shown having c 
15 body of wax 12 in a container 14. 

The body 12 of the candle is formed from a 
plurality of wax pieces 18 having different shapes, sizes 
and colours, and in particular the wax pieces 18 are shown 
stacked one upon the other to form the body 12 of the air 
20 freshener. 

The wax pieces are kept in a stacked state, since 
they are held in place within the container 14, which is 
suitably of transparent material, such that the external 
surface of the air freshener is visible to the outside. 
25 The container 14 is also heat-conductive in order to allow 
heat to pass through to the wax body 12, and is also made 
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from a material having a very high melting point, such that 
the container does not melt when for instance a naked flame 
is applied. 

The wax pieces are impregnated with a fragrance, 

5 such that when heat is applied by a naked flame (see 16) to 
the wax body, the wax melts and the fragrance (see 20) 
evaporates to the surrounding environment. 

In Figure 2 a kit of components to form the air 
freshener shown in. Figure 1 is illustrated, comprising a 

10 heating arrangement 16,' a container 14 and plurality of wax 
pieces 18, which are suitably provided in a bag 22. The 
air freshener of Figure 1 can be easily built up from the 
kit parts shown in Figure 2 by "pouring", in the wax pieces 
18 into. the container 14 to form a wax body (which has a . 

15 decorative effect due to the different size, shape and 

colour of the wax pieces), and placing the heating means 16 
underneath the base of the container. The container 14 is 
provided with a plurality of legs 24, such that the heater 
can be placed underneath the container for melting of the 

20 wax body of the .air freshener. 

In Figure 3 an alternative air freshener 50 
having the basic features of the air freshener 10 is shown, 
except in that the container is provided with a lid 52 
formed with holes 54. to allow controlled slow release of. 

25 fragrance. In-order to allow quicker release of fragrance, 
the lid 52 is. simply removed. The heater 56 shown in 



Figure 3 comprises a candle within a metal cup, the cup 
having extensions which form a stand 58 for the container 
(which in consequence requires no legs). 

In Figure 4, a further air freshener is shown 

5 comprising a number of wax pieces 18 sprinkled individually 
on a surface. The figure also shows a number of different 
wax pieces 18 having different shapes and sizes in order to 
exemplify the multitude of different possibilities that 
exist for wax pieces to make up the air freshener wax body 

10 of Figure 1, and the decorative nature of such an air 
freshener. Such air fresheners are easy to use, and 
provide a quick fragrance effect to the surrounding 
environment when a naked flame is applied. Furthermore, 
the air freshener formed from a plurality of wax pieces 

15 provides an effective decorative external appearance. 
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CLAIM S :-. 

1. An air freshener comprising waxed material 
impregnated with. a fragrance. 

2. An air freshener as claimed in Claim 1 which 
5 includes containment means holding a body of wax • 

impregnated with a fragrance, which fragrance is released 
from the wax body by heat.. 

3. An air freshener as claimed in Claim 2 wherein 
the wax body is heated by "cooking" the wax body. 

10 4. An air freshener as claimed in Claim 3 wherein 

the wax body is cooked by placing a naked flame underneath 
the containment means containing the wax body, whereby the 
wax. melts and the fragrance within the wax is released by 
evaporation. 

15 5. An air freshener as claimed in any preceding 

Claim wherein the fragrance is retained within the waxed 
material by a stabilizer. 

6. An air freshener as claimed in any preceding 
Claim wherein the waxed material is formed from a plurality 

20 of different types of wax. 

7. An air freshener as claimed in any preceding 
Claim which is impregnated with a colouring agent and/or 
with titanium oxide, in order to obtain the required • 
waxiness/opagueness . 



8. An air freshener as claimed in any preceding 
Claim wherein the waxed material is made up from a 
plurality of individual pieces of wax. 

9. An air freshener as claimed in Claim 8 wherein 
5 the plurality of wax pieces are shaped. 

10. An air freshener as claimed in either Claim 8 or 
9 wherein the plurality of wax pieces have a number of 
different shapes. 

11. An air freshener as claimed in any one of Claims 
10 8 to 10 wherein the wax pieces are of different colours 

and/or different sizes. 

12. An air freshener as claimed in any one of Claims 
8 to 11 wherein the air freshener is divided into different 
regions, and each region supplied with a plurality of 

15 similar wax pieces, while the other regions are supplied 
with a plurality of different wax pieces. 

13. An air freshener as claimed in any one of Claims 
2 to 12 wherein the containment means is transparent. 

14. An air freshener as claimed in any one of Claims 
20 2 to 13 wherein the containment means is heat-conductive in 

order to allow the naked flame to melt the wax contained 
within the containment means, and is also made from a 
material such that the containment means does not melt when 
the naked flame is applied. 
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15. An air freshener as claimed in any preceding 
Claim which is provided in. kit form, with heating means, a 
container and a bag of wax pieces. 

16. An air freshener substantially as described 
5 herein with reference to the accompanying drawings. 
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ABSTRACT : 
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